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\ 63 Main Street, Suite 6
: ALL CONSTRUCTION SHALL COMPLY WITH APPLICABLE CODES AND LOCAL REQUIREMENTS. Bridgewater, MA 02324
CONTRACTORS MUST COMPLY WITH CONTRACTOR REGISTRATION REQUIREMENTS OF ALL GOVERNING 508.659.0041
AUTHORITIES.
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CLIENT:

UNLESS OTHERWISE SPECIFIED ON THE PLANS AND SPECIFICATIONS ALL SITE CONSTRUCTION
MATERIALS AND METHODOLOGIES ARE TO CONFORM TO THE COMMONWEALTH OF MASSACHUSETTS .
DEPARTMENT OF PUBLIC WORKS STANDARD SPECIFICATIONS FOR HIGHWAYS AND BRIDGES, 1988 CoreSite

EDITION. 55 SOUTH MARKET ST, SUITE 230

DISCREPANCIES BETWEEN PORTIONS OF THE CONTRACT DOCUMENTS, DRAWINGS, AND SAN JOSE, ?tA 95113
SPECIFICATIONS ARE NOT INTENDED. STATED DIMENSIONS TAKE PRECEDENCE OVER GRAPHICS. DO Www.corestte.com
NOT SCALE DRAWINGS TO DETERMINE LOCATIONS. THE CONTRACTOR IS TO CLARIFY ANY SUCH

DISCREPANCIES WITH THE ENGINEER PRIOR TO COMMENCING WORK. E CORESITE

APPROVED PLANS SHALL BE KEPT IN A PLAN BOX AND SHALL NOT BE USED BY WORKMEN. ALL A CARLYLE COMPANY

-
—

FUTURE EQUIPMENT
LOCATION AND PARKING SPACE
IMPROVEMENTS (PHASE 2)

HASE 2: NEW
SCREENING

CONSTRUCTION SETS SHALL REFLECT SAME INFORMATION. CONTRACTOR SHALL MAINTAIN ONE
COMPLETE SET OF PLANS ON THE PREMISES IN GOOD CONDITION AT ALL TIMES. THIS SHALL INCLUDE
ALL ADDENDA AND CHANGE ORDERS.

GENERAL CONTRACTOR TO REFER TO THESE DOCUMENTS AS WELL AS SPECIFICATIONS FOR

IDENTIFICATION OF ALL OWNER SUPPLIED ITEMS. ALL ITEMS NOT MARKED AS 'OWNER SUPPLIED' ARE
TO BE SUPPLIED BY THE GENERAL CONTRACTOR. UNLESS NOTED OTHERWISE, ALL ITEMS ARE TO BE
INSTALLED BY GENERAL CONTRACTOR. —C

CONTRACTOR IS RESPONSIBLE FOR TRAFFIC CONTROL WHILE WORKING IN THE PUBLIC RIGHT OF WAY
OR ADJOINING PROPERTIES. ALL SIGNAGE AND TRAFFIC CONTROL DEVICES SHALL BE PROVIDED IN
ACCORDANCE WITH MASSHIGHWAY AND CITY OF SOMERVILLE DPW.

TRUCKING ON OR ABOUT THE SITE WILL BE PERMITTED ONLY WITHIN REASONABLE LIMITS AND THE
CONTRACTOR SHALL NOT UNREASONABLY ENCUMBER THE PREMISES WITH EQUIPMENT AND
MATERIALS. THE STORAGE SHALL BE CONFINED TO SUCH LIMITS AS MAY BE JOINTLY AGREED UPON BY

CONSULTANT:

|| N /F
. I CATHARTES /AEW
:| 70 INNER BELT, LLC

B

i
!
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! I EXISTING 2—STORY
'h( BRICK MASONRY BUILDING
; 279,522+ S.F. GROSS FLOOR

OWNER AND CONTRACTOR.

THE CONTRACTOR SHALL FURTHER ENFORCE THE OWNER'S INSTRUCTIONS REGARDING TEMPORARY
PARKING, USE OF ROADS, AND FIRE PREVENTION. CONTRACTOR SHALL COORDINATE BETWEEN
ARCHITECTURAL, LANDSCAPE ARCHITECTURE AND CIVIL ENGINEERING PLANS FOR DEMOLITION AND
REMOVAL OF NOTED FEATURES, EXCEPT THOSE SPECIFICALLY NOTED TO REMAIN. VERIFY ON-SITE THE
EXTENT OF DEMOLITION WORK WHICH MAY OR MAY NOT BE SHOWN ON PLANS.

WHERE IT IS NECESSARY TO CUT PUBLIC CURBS, THEY SHALL BE RECONSTRUCTED IN STRICT
ACCORDANCE WITH THE REQUIREMENTS OF THE GOVERNING JURISDICTION. RECONSTRUCT PUBLIC
CURBS AFTER DEMOLITION OF EXISTING APPROACHES.

THE LOCATION OF UNDERGROUND UTILITIES AS REPRESENTED ON THESE PLANS IS BASED UPON

| { AREA
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PHASE 2: NEW " ’ :
B SCREENING / / PLANS AND INFORMATION PROVIDED BY THE RESPECTIVE UTILITY COMPANIES OR MUNICIPAL
i L () 5F EXISTING ' v /) DEPARTMENTS SUPPLEMENTED BY FIELD IDENTIFICATION WHEREVER POSSIBLE, OR BY WAY OF
EQUIPVENT — w — |/ DESIGN PLANS OF RECORD. NO WARRANTY IS MADE AS TO THE ACCURACY OF THESE LOCATIONS OR ;
' / 4 THAT ALL UNDERGROUND UTILITIES ARE SHOWN. THE CONTRACTOR IS TO CONTACT DIG SAFE AT 5
n r LEAST 72 HOURS PRIOR TO THE START OF CONSTRUCTION. DIG SAFE TELEPHONE NUMBER IS
" .
. . / ¥ 1-800-322-4844.
i L " & . THE CONTRACTOR SHALL BEAR THE EXPENSE OF REPAIR OR REPLACEMENT OF UTILITIES OR OTHER
' PHASE 2 L / . PROPERTY DAMAGED BY OPERATIONS IN CONJUNCTION WITH THE EXECUTION OF THE WORK.
1 o — = _I 7 . CONTRACTOR TO ADJUST AND/OR RECONSTRUCT TO GRADE ALL MANHOLES, CLEANOUTS, AND

GREASE TRAPS TO MEET PROPOSED GRADES.
THE ACCESSIBLE ROUTE IDENTIFIED ON THE PLAN SHALL BE IN COMPLIANCE WITH ALL LOCAL, STATE,

AND FEDERAL REGULATIONS. IT SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO
ENSURE THAT THE FINAL ACCESSIBLE ROUTE IS CONSISTENT WITH THE DESIGN SHOWN AND
N/F CONSTRUCTED IN SUCH A WAY AS TO MEET ALL APPLICABLE REQUIREMENTS. CODE REFERENCES
CATHARTES /AEW LISTED IN THE PLANS IDENTIFY THE APPLICABLE SECTION OF THE ADA STANDARDS FOR ACCESSIBLE
70 INNER BE LT LLC DESIGN IN APPENDIX A OF THE TITLE Ill REGULATIONS (28 CFR PART 36, REVISED JULY 1, 1994) ISSUED
BY THE DEPARTMENT OF JUSTICE.

FOR CONSTRUCTION DETAILS NOT SHOWN, USE THE MANUFACTURER'S APPROVED SHOP DRAWINGS /
DATA SHEETS IN ACCORDANCE WITH THE PROJECT SPECIFICATIONS AND LOCAL REGULATIONS.

THE CONTRACTOR SHALL REPORT TO THE OWNER AND ENGINEER ANY SIGNIFICANT VARIATIONS IN
EXISTING SITE CONDITIONS FROM THOSE SHOWN ON THESE PLANS. ANY PROPOSED REVISIONS TO THE
WORK, IF REQUIRED BY THESE SITE CONDITIONS, SHALL NOT BE UNDERTAKEN UNTIL REVIEWED AND
APPROVED BY THE OWNER AND THE ENGINEER.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER AND THE CITY OF SOMERVILLE DPW AT LEAST 48 — B
HOURS IN ADVANCE OF ANY REQUIRED INSPECTIONS.
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[HIRD  pusuic - s0° woe) A VENUE

7 e - 0 T T r b e TR IN ORDER TO PROTECT THE PUBLIC SAFETY DURING CONSTRUCTION, THE CONTRACTOR IS Ll Ll
= )&@&m.—:fm&--:f:. “"_.wx-:..—;u_:«.:-x-- - -*—-—ﬁ&:, e e e é&-:::-::?&-::t ) 4 RESPONSIBLE FOR INSTALLING AND MAINTAINING AT ALL TIMES ALL NECESSARY SAFETY DEVICES, >
T ' ‘ : : - —- PERSONNEL, WARNING LIGHTS, BARRICADES, AND POLICE OFFICERS FOR ALL WORK IN AND NEAR >—
. INNER BELT ROAD, THIRD AVENUE, AND COMMON DRIVE. O o
. . THE CONTRACTOR SHALL REGULARLY INSPECT THE PERIMETER OF THE PROPERTY TO CLEAN UP AND (o' ~
INNER BEL T ROAD N\ REMOVE LOOSE CONSTRUCTION DEBRIS BEFORE IT LEAVES THE SITE. 0 |— Al
. . IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO INSTITUTE EROSION CONTROL MEASURES 2 25 o
(PUBLIC — 50" WIDE) \ ON AN AS NECESSARY BASIS, SUCH THAT EXCESSIVE SOIL EROSION DOES NOT OCCUR. MEASURES E O < 2
s - - - N L o . . . \ SHALL INCLUDE, MULCHING, AND PLANTING OF DISTURBED AREAS. EROSION CONTROL FEATURES f— Ll == o
e SHALL BE REGULARLY INSPECTED AND ADJUSTED IF NECESSARY. " 5
60 30 0 FEET 60 120 . AT THE END OF CONSTRUCTION THE CONTRACTOR SHALL REMOVE ALL CONSTRUCTION DEBRIS AND Ll ; 8 3 ©
SURPLUS MATERIALS FROM THE SITE. A THOROUGH INSPECTION OF THE WORK PERIMETER IS TO BE £ I i > =
L[] | MADE AND ALL DISCARDED MATERIALS, BLOWN OR WATER CARRIED DEBRIS, SHALL BE COLLECTED . Ll 2 2 z
AND REMOVED FROM THE SITE. ANY EROSION CONTROL MEASURES USED DURING CONSTRUCTION S 2 S =
GRAPHIC SCALE SHALL BE REMOVED. CONTRACTOR TO COORDINATE WITH THE SITE OWNER FOR INSPECTION PRIOR E VN ZL =3 O

SCALE: 1" =30’

TO LEAVING THE SITE.

AT THE END OF CONSTRUCTION, AFTER ALL DISTURBED AREAS HAVE BEEN STABILIZED, THE

‘ LEGEND ] KEYED NOTES

CONTRACTOR SHALL CLEAN THE SUMPS OF ALL CATCH BASINS AFFECTED BY THE CONSTRUCTION AND

INVERTS OF ALL DRAIN MANHOLES AFFECTED.

SUBJECT PROPERTY LINE

EXISTING SIDEWALK TO REMAIN. NOTE: CONTRACTOR TO REMOVE AND REPLACE SIDEWALK SECTION IN THIS AREA AS

LIMITS OF CONSTRUCTION TO BE BOUNDED THE CONTRACTOR SHALL VERIFY THE LOCATION, SIZE AND DEPTH OF EXISTING UTILITIES PRIOR TO

NECESSARY TO PROVIDE A LEVEL CONNECTION BETWEEN NEW AND EXISTING SIDEWALK SURFACES. SEE LANDSCAPE

AS SHOWN ON PLAN. CONTRACTOR SHALL BE CURB TAPPING INTO, CROSSING OR EXTENDING THEM. IF THE NEW WORK POSES A CONFLICT WITH EXISTING

ARCHITECTURE PLANS FOR FURTHER DETAILS.

RESPONSIBLE FOR ALL WORK WITHIN THIS UTILITIES, THE ENGINEER IS TO BE NOTIFIED PRIOR TO THE CONTRACTOR CONTINUING.

AREA. INCLUDING BUT NOT LIMITED TO: PARKING STRIPING

REFER TO ARCHITECTURAL PLANS FOR EXACT BUILDING DIMENSIONS AND DOOR LOCATIONS.

BUILDING UTILITIES, CONCRETE, AND EXISTING WATER LINE EXISTING WALL TO REMAIN

REFER TO ELECTRICAL PLANS FOR FIXTURE DETAILS, AND BUILDING CONNECTION LOCATIONS.

LANDSCAPING UNLESS OTHERWISE NOTED.

EXISTING GAS LINE

EXISTING BIKE RACK TO BE RELOCATED. SEE LANDSCAPE ARCHITECTURE PLANS FOR DETAILS. MATERIAL FOR BACKFILL SHALL NOT INCLUDE UNSUITABLE MATERIAL SUCH AS PEAT, TRASH, STUMPS,

DEBRIS OR HAZARDOUS WASTE.

EXISTING STORM DRAIN LINE

THE INFORMATION DEPICTED ON THESE

EXISTING CONCRETE PAD TO REMAIN ALL STUMPS, PEAT, CONSTRUCTION DEBRIS AND OTHER DELETERIOUS MATERIALS ON THE SITE AT THE

CONSTRUCTION DOCUMENTS IS AS EXISTING ROOF DRAIN LINE TIME OF CONSTRUCTION ARE TO BE REMOVED FROM THE SITE TO AN APPROVED LANDFILL. NO SUCH

ACCURATE AS POSSIBLE WITH REGARD TO EXISTING SEWER LINE MATERIALS ARE TO BE BURIED OR OTHERWISE DISPOSED OF ON THE SITE.

EXISTING SIGN TO REMAIN.

THE INFORMATION REFERENCED BY EXISTING ALL EXISTING GATE VALVES, CORPORATION STOPS, AND SHUT OFF'S WITHIN THE LIMIT OF WORK AND

PLANS OF RECORD. IT IS CRITICAL THAT THE EXISTING UNDERGROUND ELECTRIC LINE

SEE LANDSCAPE ARCHTECTURE PLANS FOR DETAILED INFORMATION ON EXISTING LANDSCAPE MATERIAL TO REMAIN.

AFFECTED BY SITE GRADING SHALL BE COORDINATED WITH FINISH GRADE. CONTRACTOR SHALL

GENERAL CONTRACTOR COORDINATE WORK IN ACCORDANCE WITH CITY OF SOMERVILLE WATER DEPARTMENT SPECIFICATIONS. 1 | 8/2772010_|NO CHANGES

CONSTRUCTION SEQUENCES, TIMING AND EXISTING UNDERGROUND CABLE TV LINE

REV DATE DESCRIPTION
PLACEMENT AND INSTALLATION OF AREAS NOT DISTURBED BY CONSTRUCTION SHALL BE LEFT NATURAL. CARE SHALL BE TAKEN TO

REMOVE EXISTING VERTICAL GRANITE CURBING. REUSE IF POSSIBLE. COORDINATE WITH OWNERS' REPRESENTATIVE FOR

¥ WATER GATE
MATERIALS WITH THE DEVELOPER'S AVAILABLE STOCK PILE LOCATIONS. PRESERVE EXISTING TREES, GROUND COVER AND OTHER NATURAL FEATURES WHENEVER POSSIBLE. DESIGN
CONSTRUCTION MANAGER OR PROJECT ® HYDRANT DELIVERABLE | CD'S:
ARCHITECT ON SITE FOR THE COMPLETION REFER TO ARCHITECTURAL PLANS FOR DETAILED INFORMATION ON LOADING DOCK DOORS.
OF THIS PROJECT. S SEWER MANHOLE | PROJECT NUMBER | 10019
© DRAIN MANHOLE REMOVE EXISTING SIDEWALK, VERTICAL GRANITE CURBING. ISSUE DATE |July 7, 2010
ELECTRIC MANHOLE SAWCUT EXISTING PAVEMENT.
Know what's helow. TELEPHONE MANHOLE
. Call before you dia. - o B REMOVE EXISTING PAVEMENT AND DISPOSE AS REQUIRED BY STATE AND LOCAL BYLAW. DRAWN BY: HEi
CHECKED BY: MF
LIGHT LIMIT OF WORK DELINEATION IS APPROXIMATE. CONTRACTOR SHALL COORDINATE WITH OWNERS' REPRESENTATIVE TO
MINIMIZE IMPACT TO EXISTING STABLIZED LANDSCAPE AREAS
Dig Safe S]‘SiEITI, Inc. x 176.73 SPOT ELEVATION Copyright (c) by Highpoint Engineering, Inc. All Rights Reserved.
syl __ 179 |EXISTING CONTOUR ELEVATION COORDINATE PAVEMENT TO REMAIN WITH LANDSCAPE ARCHITECTURE PLANS. SAWCUT EXISTING ONLY AS NEEDED. SHEETTITLE
1-888-DIG-SAFE \. Y, REMOVE EXISTING METAL RAIL.
(888-344-7233) or 811
digsafe.com GENERATOR, PAD AND FENCE TO REMAIN SITE DEMOLITION

IT IS THE LAW IN MASSACHUSETTS THAT
YOU MUST GIVE ADVANCE NOTICE OF AT
LEAST 72 BUSINESS HOURS PRIOR TO

BLACK OUT EXISTING STRIPING

EXCAVATION. YOU MUST CALL
REGARDLESS OF WHERE THE
EXCAVATION IS.

EXISTING FLAGPOLE TO REMAIN SHEET NUMBER:

P9P0FRPE PORPUYE VYUY ©

P:\CID\10018 (70 Innerbelt)\dwg\10018SP001.dwg  8/26/2010 11:40:35 AM
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| COMMON — (PRIVAT. N 25" WIDE) DE/VE ! s J/@ NEW CURB. SEE LANDSCAPE ARCHITECTURE PLANS FOR DETAILS. H IG H PO | NT
: I O Y /0 L S -

1. THE PROPERTIES ARE SHOWN ON THE CITY OF SOMERVILLE
ASSESSORS MAPS WITH THE FOLLOWING REFERENCES:

- MAP 115, LOT 2

- MAP 116, LOT 2

ENGINEERING, INC.
e e e e e e e e NEW SIDEWALK. SEE LANDSCAPE ARCHITECTURE PLANS FOR
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2 2 = @ 2 2 8 5 8 3 @ 2222 @ DETAILS. 63 Main Street, Suite 6
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NEW HANDICAP RAMP. SEE LANDSCAPE ARCHITECTURE PLANS 508.659.0041
FOR DETAILS.

Bridgewater, MA 02324
) @0)

2. LOCUS TITLE IS RECORDED AT THE MIDDLESEX COUNTY
REGISTRY OF DEEDS AS FOLLOWS:

CLIENT:

.o

NEW HARDSCAPE. SEE LANDSCAPE ARCHITECTURE PLANS FOR
DETAILS. GRADE TO DRAIN AWAY FROM BUILDING. CoreSite

55 SOUTH MARKET ST, SUITE 230
NEW BOLLARD. SEE LANDSCAPE ARCHITECTURE PLANS FOR SAN JOSE, CA 95113

DETAILS. WWW.coresite.com

NEW LAWN AREA. SEE LANDSCAPE ARCHITECTURE PLANS FOR
e @ CORESITE

A CARLYLE COMPANY

DEED BOOK | 49287 PAGE 213

o—=o

OWNERS | CRG 70 INNER BELT LLC
| 70 INNER BELT, LLC

-
—

FUTURE EQUIPMENT
LOCATION AND PARKING SPACE
IMPROVEMENTS (PHASE 2)

SCREENING

. PLAN REFERENCE:

I._ PI-T‘\SE 2. NEW

T

-"A.L.T.A/A.C.S.M. LAND TITLE SURVEY | 70-100 INNER BELT
ROAD," PREPARED BY GUNTHER ENGINEERING, INC., DATED
JANUARY 2007.

RELOCATED BIKE RACK. SEE LANDSCAPE ARCHITECTURE PLANS
FOR DETAILS. CONSULTANT:

SHECICOCNONCIO

NEW SECURITY INTERCOM AND CARD READER/BIOSCAN.
CONTRACTOR TO COORDINATE UNDERGROUND UTILITIES AS
REQUIRED FOR POWER AND SECURITY TO GATES AND SECURITY
DEVICES WITH OWNER.

@

N/F
CATHARTES/AEW
/70 INNER BELT, LLC

.LOCUS IS LOCATED IN AN INDUSTRIAL "A" (IA) ZONE AS DEPICTED
ON THE CITY OF SOMERVILLE ZONING MAP DATED OCTOBER 27,
2005.

e

i
!
i

. AN ACTUAL FIELD SURVEY WAS NOT PERFORMED BY HIGHPOINT
ENGINEERING, INC. CONTRACTOR MUST VERIFY EXISTENCE OF
UTILITIES PRIOR TO CONSTRUCTION IF APPLICABLE.

©

NEW TEMPORARY STAIRCASE TO EXISTING PAVEMENT IN TRUCK
DOCK AREA. SEE ARCHITECTURAL PLANS FOR DETAILS.

EXISTING 2—STORY
BRICK MASONRY BUILDING
279,522+ S.F. GROSS FLOOR
AREA

@

NEW BUILDING ENTRANCE. SEE ARCHITECTURAL PLANS FOR
DETAILS.

. LOCATION AND DEPTH OF UNDERGROUND UTILITIES IS
APPROXIMATE ONLY, AND IS NOT WARRANTED TO BE CORRECT.
UNDERGROUND UTILITIES ARE SHOWN BASED ON RECORD
DATA PROVIDED BY THE OPERATING AUTHORITIES. ADDITIONAL
UTILITIES MAY EXIST WHICH ARE NOT INDICATED ON THESE
PLANS.

S

NEW PERIMETER | SECURITY FENCE. MANUFACTURER IS BRYNICK.
SEE WWW.BRYNICK.COM. MODEL NO. BNJF0030 | HxL=1800X2250 |
MESH=2"X4" | WIRE=DIA:6 | COLOR: POWDER COAT GREEN
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&
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FENCE POST. MANUFACTURER IS BRYNICK. SEE
WWW.BRYNICK.COM. MODEL NO. BNJFF003 | COLOR: POWDER
COAT GREEN.

. ALL EXISTING UTILITIES SHALL BE VERIFIED FOR SERVICE, SIZE,
INVERT ELEVATION, LOCATIONS, ETC. PRIOR TO NEW

32 7! CONNECTIONS TO OR RELOCATION OF SAME. CONTRACTOR

/ MUST NOTIFY DIG-SAFE AT 1-888-344-7233 AT LEAST 72 HOURS

| 7 PRIOR TO ANY CONSTRUCTION. NOTIFY THIS FIRM IN WRITING

%98.12

i ——

()
S

FIELD LAYOUT OF FENCING LOCATIONS TO BE REVIEWED WITH

/ OF ANY AND ALL DISCREPANCIES PRIOR TO COMMENCING ANY OWNER PRIOR TO INSTALLATION.

‘7 WORK.

1

g PHASE 2 NEW
SCREENING

| OF EXISTING

1

1

|
|
|
: NEW MANUAL SWING GATE. LOCATION TO BE DETERMINED BY
|

EQUIPMENT- |
|
|
|
|
|
J

OWNER. CONTRACTOR TO COORDINATE.

. /& . EXISTING CONDITIONS ON SOUTH SIDE OF EXISTING BUILDING IS
RECORD INFORMATION TAKEN FROM THE PLAN ENTITLED

y "70-100 INNER BELT ROAD, ALTA/ACSM LAND TITLE SURVEY IN
SOMERVILLE, MASSACHUSETTS, MIDDLESEX COUNTY", DATED
JANUARY 2007, BY GUNTHER ENGINEERING.

x97.12|
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SEAL

DIRECTIONAL PAINTED ARROW TO REMAIN

% o0 o o o o o o o o I
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3
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@

NEW PARKING LOT STRIPING

X100.85

NEW HANDICAP SIGNS - HP SIGNS, VAN SPACES AND PAINTED
SYMBOLS SHALL ALL BE PER CITY OF SOMERVILLE
SPECIFICATIONS.

PHASE 2
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| resase G 2570nY ENTRANCE {16) 8 7 / !
312,800+ SF. GROSS :-lgg:r:(;ﬂ FF=99.91 E/

2 o 7673, 75 SEE BUILDING ARCHITECTURALS FOR DETAILED INFORMATION ON
5 I Sl b o y 5 /,; BUILDING MODIFICATIONS.
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PROVIDE HIGHPOINT IN GRADING. MATCH ELEVATIONS A SHOWN.

NEW 8' WIDE MANUAL SWING GATE. CONTRACTOR TO COORDINATE
LOCATION WITH OWNER.
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GAS - NO CHANGE

WATER - NO CHANGE

SEWER - NO CHANGE
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—_— 1 —-35 " TRANSITION SIDEWALK DOWN TO A FLUSH CONDITION SO THAT

SEWER MANHOLE COVERS CAN BE COORDINATED TO FINISH
GRADE. REFER TO LANDSCAPE ARCHITECTURE PLANS FOR
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MONITORING WELL TO REMAIN.

INNER BELT ROALD

(PUBLIC — 50° WIDE)
N N s N s

®®

NEW SECURE ACCESS SLIDE GATE. CONTRACTOR TO COORDINATE
SLIDE GATE INSTALLATION WITH OWNER.

®

CONTRACTOR TO COORDINATE TRANSITION AT END OF SIDEWALK
WITH EXISTING SIDEWALK. MODIFY SIDEWALK AS NECESSARY SO
6" REVEAL AT PAVEMENT CAN BE MAINTAINED. REMOVE EXISTING
60 30 0 FEET 60 120 SIDEWALK AS NECESSARY. IF DESIGN CONFLICTS EXIST
CONTRACTOR SHALL REFER TO FINAL LANDSCAPE

L[] | 4 PARKING SUMMARY ) 4 ) ARCHITECTURAL PLANS FOR DETAILS.

240"
GRAPHIC SCALE TOTAL REQUIRED PARKING =294 PER SOMERVILLE PLANNING BOARD DECISION

SCALE: 1“ = 30' MAY 21 1999 16‘_0" 8'_0"
TOTAL EXISTING PARKING = 262 SPACES (8 HANDICAPPED)
LEGEND TOTAL PROPOSED PARKING =211 SPACES PER SOMERVILLE ZONING BOARD OF 5l

APPEALS DECISION SEPTEMBER 17, 2008. (6 HANDICAPPED PROVIDED - 6
HANDICAPPED REQUIRED. NOTE THAT BALANCE IN PARKING SPACES WILL BE

IZ\Iglglfo?/:/:NcguiIF;LdCTégETTSABCiSngEEBE SUBJECT PROPERTY LINE PROVIDED AS A PART OF PHASE 2 WORK. TOTAL PARKING MAY NOT FALL BELOW CRADE .
' 211 TOTAL. ALL HP SPACES ARE PROVIDED NEAR FRONT ENTRANCE LOCATION.) Y TYMETAL HEAVY DUTY CANTILEVER SLIDE GATE " NO ORNAMENTAL INTERNAL PICKETS

PROJECT TITLE

SITE IMPROVEMENT

NEW ENTRY ELEMENT

70 INNERBELT ROAD
SOMERVILLE, MA 02143
CLIENT: CoreSite

®

TOP OF CURB SHALL BE SET 6" ABOVE EXISTING GRADE OF
PAVEMENT TO REMAIN. SEE LANDSCAPE ARCHITECTURE PLANS
FOR DETAILS ON VERTICAL CURB.

N
D

D

START NEW SECURITY FENCE APPROXIMATELY 63' WEST OF
EXISTING METAL ENCLOSURE.

PLACE NEW SECURITY FENCE 19.3' NORTH OF EXISTING BUILDING.

RESPONSIBLE FOR ALL WORK WITHIN THIS CURB W/ ORNAMENTAL INTERNAL PICKETS. POWDER COAT FINISH. COLOR GREEN

AREA, INCLUDING BUT NOT LIMITED TO; ARKING STRIPING = PLEASE NOTE: EXPANSION OF CO-LOCATION WILL REDUCE PARKING SUPPORT POST TERMINATE NEW SECURITY FENCE AT EXISTING GENERATOR
BUILDING UTILITIES, CONCRETE, AND REQUIREMENTS PER ARTICLE 9, SECTION 9.5.16 OF THE SOMERVILLE ZONING - ENCLOSURE.

LANDSCAPING UNLESS OTHERWISE NOTED. EXISTING WATER LINE ORDINANCE. THE NUMBER OF ANTICIPATED FULL-TIME EMPLOYEES IS LESS THAN t ' t ¢
15 WITH VISITOR REQUIREMENTS OF LESS THAN 50 AT ANY TIME. IN ADDITION, , __________] PLACE NEW SECURITY FENCE APPROXIMATELY 184" SOUTH OF
EXISTING GAS LINE THE FIRST FLOOR MEZZANINE WILL BE AN OFFICE AREA TO SUPPORT THE o—{ o o EXISTING BUILDING. FENCE IS SET 2.5' BEHIND EDGE OF

THE INFORMATION DEPICTED ON THESE EXISTING STORM DRAIN LINE CO-LOCATION USE AND PER ARTICLE 9, SECTION 9.5.7.a, 22 PARKING SPACES ARE SUPPORTPOST PAVEMENT.

CONSTRUCTION DOCUMENTS IS AS REQUIRED FOR THIS AREA. THEREFORE, PARKING IS ONLY REQUIRED FOR 52
ACCURATE AS POSSIBLE WITH REGARD TO EXISTING ROOF DRAIN LINE VEHICLES.

THE INFORMATION REFERENCED BY EXISTING SOUTHEAST TRUCK ACCESS GATE DETAIL

PLANS OF RECORD. IT IS CRITICAL THAT THE EXISTING SEWER LINE TOTAL REQUIRED BIKE PARKING = 10 PER SOMERVILLE PLANNING BOARD NOT TO SCALE
GENERAL CONTRACTOR COORDINATE EXISTING UNDERGROUND ELECTRIC LINE DECISION MAY 21, 1999
CONSTRUCTION SEQUENCES, TIMING AND TOTAL EXISTING BIKE PARKING = 10
PLACEMENT AND INSTALLATION OF EXISTING UNDERGROUND CABLE TV LINE TOTAL PROPOSED BIKE PARKING = 10 24'-0"

MATERIALS WITH THE DEVELOPER'S WATER GATE 120 120

CONSTRUCTION MANAGER OR PROJECT
ARCHITECT ON SITE FOR THE COMPLETION HYDRANT LOADING SUMMARY 8

OF THIS PROJECT. TOTAL REQUIRED LOADING BAYS = 3 FOR FIRST 50,001-90,000 S.F. + 1 FOR EACH
SEWER MANHOLE ADDTL. 70,000 S.F. =6

DRAIN MANHOLE TOTAL EXISTING LOADING BAYS = 24

K TOTAL PROPOSED LOADING BAYS = 8 (AFTER PHASE 2 IMPROVEMENTS) ) GRADE

e ©

8

EXTEND SECURITY FENCE APPROXIMATELY 244' WEST ON SOUTH
SIDE OF BUILDING TO 30° BEND IN FENCE.

CONTRACTOR TO ENSURE THAT THE NEW SECURITY FENCE DOES 1| 8/27/2010 |FENCE AND BOLLARD MODIFICATIONS
NOT ENCROACH ONTO THE ABUTTING PROPERTY IN THIS REV| ~ DATE  |DESCRIPTION
LOCATION.

DESIGN

PLACE NEW SECURITY FENCE WITHIN EXISTING LANDSCAPED DELIVERABLE | CD'S:
ISLAND FROM 30° BEND TO NEW ACCESS GATE. CONTRACTOR TO
USE PRECAUTION TO ENSURE MINIMAL DISTURBANCE TO EXISTING PROJECT NUMBER | 10019
PLANT LIFE WITHIN ISLAND. ISSUE DATE July 7, 2010
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TERMINATE NEW SECURITY FENCE AT SOUTHEAST CORNER OF
\ = TYMETAL HEAVY DUTY CANTILEVER SLIDE GATE EXISTING GENERATOR PAD.
SUPPORT POST

®

ELECTRIC MANHOLE

Know what's below.
. Gall before youdig. TELEPHONE MANHOLE

W/ ORNAMENTAL INTERNAL PICKETS. POWDER COAT FINISH. COLOR GREEN .
DRAWN BY: HEi

NEW HP PAINTED SYMBOL PER MAAB/ADA AND CITY OF
SOMERVILLE DESIGN REGULATIONS. CHECKED BY: MF

CATCH BASIN 240" ., 12-0"MIN CLEAR DISTANCE WHEN GATE OPENED

72
Dig Safe System, Inc. LIGHT B E N C H MA RK I N F O RMATI O N 1 ' _ il NEW EXIT CONTROL LOOP DETECTOR FOR ACCESS GATE. Copyright (€) by Highpoint Engineering, Inc. AL Rights Reserved.

331 Montvale Avenue x 176.73 SPOT ELEVATION O\ SUPPORT POST o o CONTRACTOR TO COORDINATE FINAL LOCATION WITH OWNER SHEET TITLE:
Woburn, MA 01801 PRIOR TO INSTALLATION.

— 172 __ |EXISTING CONTOUR ELEVATION CONTRACTOR TO COORDINATE BENCHMARK WITH

bt \_ . LANDLORD/DEVELOPER SURVEYOR PRIOR TO STARTING NORTHWEST ACCESS GATE DETAIL e A Ses it =R STING WATER STAND PIPE. MAINTAIN
CONSTRUCTION. =SS SITE DEVELOPMENT

IT IS THE LAW IN MASSACHUSETTS THAT
YOU MUST GIVE ADVANCE NOTICE OF AT
LEAST 72 BUSINESS HOURS PRIOR TO
EXCAVATION. YOU MUST CALL \ ) SHEET NUMBER:
REGARDLESS OF WHERE THE

EXCAVATION IS.

8 ©®

©
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@ ELEVATION DEMOLITION KEYNOTES: # ELEVATION CONSTRUCTION 4 ELEVATION CON$TRUCT|ON EnVirone'I'iCS‘
KEYNOTES KEYNOTES (continued)
T ' ' | NOTE: REMOVE ALL EXTERIOR WALL MOUNTED LIGHT AND 1| CENTRIA FORMAWALL 2" INSULATED ALUMINUM METAL PANEL 11 | RELOCATE SECURITY LIGHT AND SUPPORT TO EAST WALL OF D g1 EAV IFG RN THAE WoTk-
1 SECURITY FIXTURES WITHIN EXTENTS OF NEW FACADE PANELS; SYSTEM
~t REPAIR AND RETAIN WIRING FOR INSTALLATION OF NEW STAIR TOWER PENTHOUSE. FINAL LOCATIONTO BE
N FOTURES FINISH - STRIATED COORDINATED WITH OWNER. o
‘ NOTE: REMOVE ALL EXTERIOR WALL MOUNTED EMERGENCY ﬁg'IIZCE)RPA'\IﬂIIEEEIlSJI-'\IAOCIiRDAI'\TA’\\;lVEILgLSL'lI%(:g,\é?(AluEC'II'EATlSQIEIEL 12?&%?5&3(??&1:;)
. . / vd, Suite
| FIXTURES/STROBES/AUDIO DEVICES THAT FALL WITHIN EXTENTS MANUFACTURER, NOT METAL PANEL CONTRACTOR. 12| RELOCATE SECURITY CAMERA TO EAST WALL OF STAIR TOWER e g
v v PENTHOUSE. FINAL LOCATION TO BE CONFIRMED WITH OWNER f 5leo5s d0ss
| OF NEW FACADE PANELS; REPAIR AND REINSTALL ON NEW > | EXISTING WINDOW T0 REMAIN : : F 216,625 4852
| T FACADE 13 | PRIME AND PAINT EAST WALL EXPOSED MASONRY. SEE NOTE #4 Architecturs - Interior Design - Enginering
: 3A | NEW 1" INSULATED GLAZING IN "KAWNEER TRI-FAB 451T FOR SPECIFICATION.
} iﬁ'\g%\éfNAsLTLAEf'ST'NG LOUVER; REPAIR, PRIME, PREP, PAINT THERMALLY BROKEN ALUMINUM FRAME; V.I.F. ALL ROUGH cuenT:
| 4 A | CLEAN AND PREP EXISTING MASONRY FOR NEW PAINT WITHIN OPEITS IR ISIONS PROR T ABREATY 14 | EXISTING STOREFRONT TO BE REPLACED.
| X ENTS INDICATED ON DEAVINGS 38 | NEW 1" INSULATED GLAZING IN "KAWNEER TRI-FAB 450
| Z i @ NON-THERMALLY BROKEN ALUMINUM FRAME; V.I.F. ALL ROUGH
} ] PREP AND PRIME H DOOR AND FRAME FOR NEW PAINT OPENING DIMENSIONS PRIOR TO FABRICATION 15 | EXISTING LOUVERS TO BE PRIMED AND PAINTED. TYPICAL FOR
P C | PREP AND PRIME EXISTING FIN WALL STRUCTURAL MEMBERS 4 | ALLEXISTING MASONRY OUTSIDE EXTENTS OF METAL PANEL TO ALL LOUVERS,
| FOR NEW PAINT BE PRIMED AND PAINTED
= D | PREP, PRIME AND REPAINT SECURITY BOLLARDS EZ'MTEf{“'AE%NLG;Kﬁ';EO 16| EXISTING DOOR TO BE PRIMED AND PAINTED. TYPICAL FOR ALL
| _ E | REMOVE EXISTING BLUE FIN WALL IN ITS ENTIRETY; PATCH AND COLOR - TO MATCH BENJAMIN MOORE COLOR 2721-D OH. DOORS. D comsummr
| é REPAIR CONCRETE 5 ggﬁgﬁ'?:ﬁ%ﬁcR%Tﬂﬁgﬂ%‘ggfz’ é\[%‘j\“L"L'J’\h‘ALf"‘q"UF’,\;\NELS 17 | EXISTING LOUVER TO BE EXTENDED OUT. REMOVE EXISTING
| T EXSTING STAR AND RATINGS TO BE REVOVED N TER COLOR | FINISH - TO MATCH ANODIZED ALUMINM LOUVER. MTL PANEL MANUFACTURER TO PROVIDE NEW LOUVER
| NIRRT PATCH AND REPAIR COLGRETE AS REQD AND FRAME IN MTL PANEL, DUCT & ENCLOSURE BACK TO
1111t 1--1-1 i ! ORIGINAL LOUVER LOCATION, AND CONNECTION TO ORIGINAL
_ = G | REMOVE CONDUIT FROM EXISTING FACADE AND RE-ROUTE 6 | 6"W CLEAR ANODIZED ALUMINUM C-SHAPED CHANNEL BY DUCT PER MANUFACTURER'S STANDARDS. COLOR OF NEW
: e BELOW EXTENTS OF NEW METAL PANEL CENTRIA; SEE PLAN DETAILS LOUVER TO BE SELECTED FROM MANUFACTURER'S STANDARD
: H INFILL EXISTING LOADING DOCK. N.I.C. 7 8" CLEAR ANODIZED ALUMINUM ANGLE ’(;)gFIE%FS_I:\ITg APPROVED BY ARCHITECT/ OWNER. SEE B4/A701
| . CONSULTANT:
! J | CANOPY ANGLE PORTION TO BE REMOVED; EXISTING 8 | CENTRIA FORMAWALL HORIZONTAL PANELS TO MATCH EXISTING
: @ STRUCTURE TO REMAIN FOR CANOPY EXTENSION TO ATTACH FIN WALL COLOR
10 9 | EXTRUDED CLEAR ANODIZED ALUMINUM CAP BY CENTRIA
K | EXISTING ANTENNAE TO BE RELOCATED.
10 |RELOCATE ANTENNAE SUPPORT TO EAST SIDE OF
STAIR TOWER PENTHOUSE. FINAL LOCATION TO BE
CONDRDINIATEDAWAATLEL OWINED
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m @ ELEVATION DEMOLITION KEYNOTES: 4 ELEVATION CONSTRUCTION 4 ELEVATION CON?TRUCTION EnVi roneﬁcs"
W KEYNOTES KEYNOTES (continued)
NOTE: REMOVE ALL EXTERIOR WALL MOUNTED LIGHT AND 1 | CENTRIA FORMAWALL 2" INSULATED ALUMINUM METAL PANEL 11 | RELOCATE SECURITY LIGHT AND SUPPORT TO EAST WALL OF T TR KR e
9 SECURITY FIXTURES WITHIN EXTENTS OF NEW FACADE PANELS; SYSTEM STAIR TOWER PENTHOUSE. FINAL LOCATION TO BE
REPAIR AND RETAIN WIRING FOR INSTALLATION OF NEW FINISH - STRIATED COORDINATED WITH OWNER
i FIXTURES COLOR - MEDIUM GRAY METALLIC (SUNDANCE MICA) Environetios Design, Inc.
—_ NOTE: REMOVE ALL EXTERIOR WALL MOUNTED EMERGENCY NOTE: PANEL SHOP DRAWINGS TO BE BY METAL PANEL 1617 JFK Biud, Sutt 1600
N ! FIXTURES/STROBES/AUDIO DEVICES THAT FALL WITHIN EXTENTS MANUFACTURER, NOT METAL PANEL CONTRACTOR. 12 ﬁEh?ﬁgLiEEng Igggﬂﬁgﬁ 18 Eésgovrin/ﬁkm%ﬁ)svwﬁ (T)mig O 1B 5054840
N OF NEW FACADE PANELS; REPAIR AND REINSTALL ON NEW 2 | EXISTING WINDOW TO REMAIN : : www oiorctos.pa.corm
| CE] FACADE 13 | PRIME AND PAINT EAST WALL EXPOSED MASONRY. SEE NOTE #4 Avchitecture - Interior Design - Engineering
i - 3A | NEW 1" INSULATED GLAZING IN "KAWNEER TRI-FAB 451T FOR SPECIFICATION.
- iﬁ'\D"%\éngLTLAE)L('ST'NG LOUVER; REPAIR, PRIME, PREP, PAINT THERMALLY BROKEN ALUMINUM FRAME; V/.LF. ALL ROUGH CLENT:
OPENING DIMENSIONS PRIOR TO FABRICATION 17 | EXISTING STOREERONT T0 BE REPLACED.
A | CLEAN AND PREP EXISTING MASONRY FOR NEW PAINT WITHIN . - -
EXTENTS INDICATED ON DRAWNGS 3 | NEW 1" INSULATED GLAZING IN "KAWNEER TRI-FAB 450
=S NON-THERMALLY BROKEN ALUMINUM FRAME; V.I.F. ALL ROUGH
@1 PREP AND PRIME HM DOOR AND FRAME FOR NEW PAINT OPENING DIMENSIONS PRIOR TO FABRICATION 15 | EXISTING LOUVERS TO BE PRIMED AND PAINTED. TYPICAL FOR
C | PREP AND PRIME EXISTING FIN WALL STRUCTURAL MEMBERS 4 | ALLEXISTING MASONRY OUTSIDE EXTENTS OF METAL PANEL TO ALL LOUVERS.
FOR NEW PAINT BE PRIMED AND PAINTED
D | PREP, PRIME AND REPAINT SECURITY BOLLARDS PRIMER - NON ALKALINE 16 | EXISTING DOOR TO BE PRIMED AND PAINTED. TYPICAL FOR ALL
= PAINT - METALUX ELASTO O.H. DOORS CONSOLTANT:
E | REMOVE EXISTING BLUE FIN WALL IN ITS ENTIRETY; PATCH AND COLOR - TO MATCH BENJAMIN MOORE COLOR 2721-ID i : ’
REPAIR CONCRETE
é 5 ggt‘gi'f\flﬁgim%R‘Eg;‘i&‘g&g é\.ﬁﬂ“L”bNMU&AUP@NELS 17 | EXISTING LOUVER TO BE EXTENDED OUT. REMOVE EXISTING
1 16 T EXSTING STAR AND RALINGS 70 BE REVOVED N THER R T A ODIZED AL LOUVER. MTL PANEL MANUFACTURER TO PROVIDE NEW LOUVER
ENTIRET: PATCH AND REPAR CONGRETE AS REQD AND FRAME IN MTL PANEL, DUCT & ENCLOSURE BACK TO
’ ORIGINAL LOUVER LOCATION, AND CONNECTION TO ORIGINAL
| n o =T G | REMOVE CONDUIT FROM EXISTING FACADE AND RE-ROUTE 6 | 6" W CLEAR ANODIZED ALUMINUM C-SHAPED CHANNEL BY DUCT PER MANUFACTURER'S STANDARDS. COLOR OF NEW
I = BELOW EXTENTS OF NEW METAL PANEL CENTRIA; SEE PLAN DETAILS LOUVER TO BE SELECTED FROM MANUFACTURER'S STANDARD
I T INFILLEXISTING LOADING DOCK. N.LC. 15 CLEAR ANODIZED ALUMINGN ANGLE gg;%is% f\\ﬁg APPROVED BY ARCHITECT/ OWNER. SEE B4/A701 —
§ | - — J | CANOPY ANGLE PORTION TO BE REMOVED; EXISTING 8 | CENTRIA FORMAWALL HORIZONTAL PANELS TO MATCH EXISTING
| e SS=c STRUCTURE TO REMAIN FOR CANOPY EXTENSION TO ATTACH FIN WALL COLOR
@—u — : 10 9 | EXTRUDED CLEAR ANODIZED ALUMINUM CAP BY CENTRIA
1 ! K | EXISTING ANTENNAE TO BE RELOCATED.
I : 10 | RELOCATE ANTENNAE SUPPORT TO EAST SIDE OF
I | STAIR TOWER PENTHOUSE. FINAL LOCATION TO BE
| COORDINATED WITH OWNER.
| Fa A
I
| |
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