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PLANTING NOTES vmo:— mO|_| Z>—sm

1. ALL PLANT MATERIAL SHALL BE APPROVED BY THE ENGINEER UPON ARRIVAL ON THE SITE.
2. ALL PLANT MATERIAL SHALL CONFORM TO THE GUIDELINES ESTABLISHED BY “THE AMERICAN
STANDARD FOR NURSERY STOCK”, PUBLISHED BY THE AMERICAN ASSOCIATION OF MULCH

NURSERYMEN, INC. ’ CcC—4
3. NO SUBSTITUTION OF PLANT SPECIES WILL BE ALLOWED WITHOUT THE WRITTEN APPROVAL REPLACE EXISTING CHAINLINK FENCE WITH 6° TALL

OF THE ENGINEER. ANY PROPOSED SUBSTITUTIONS OF PLANT SPECIES SHALL BE A PLANT CEDAR STOCKADE FENCE hc v—l—lg>z ml—l
OF EQUIVALENT OVERALL FORM, HEIGHT AND BRANCHING HABIT, FLOWER, LEAF AND FRUIT,

COLOR AND TIME OF BLOOM.

4. THE CONTRACTOR SHALL LOCATE AND VERIFY ALL UTILITY LINE LOCATIONS PRIOR TO PROJECT ADDRESS

STAKING AND REPORT ANY CONFLICTS TO THE ENGINEER. — — — — — ] — ]
—

D-1

5. ALL PLANTS SHALL BE STAKED OUT IN THEIR APPROXIMATE LOCATION BY THE CONTRACTOR.
THE CONTRACTOR SHALL ADJUST THE LOCATIONS OF THESE STAKES AS REQUIRED BY THE
ENGINEER TO ACCOUNT FOR SUBSURFACE UTILITIES, OTHER FIELD CONDITIONS AND TO
ACHIEVE DESIGN INTENT. FINAL LOCATIONS MUST BE APPROVED BY THE ENGINEER PRIOR TO
PLANTING.

6. NO PLANTING SHALL BE INSTALLED BEFORE ACCEPTANCE OF ROUGH GRADING OF TOPSOIL.

7. THE ROOTBALLS OF TREES SHALL BE PLANTED 3” ABOVE ADJACENT FINISHED GRADE.
EXCAVATE HOLES NO DEEPER THAN THE ROOTBALL OF TREES. HOLES SHALL BE AT LEAST
3’ GREATER IN DIAMETER THAN ROOT BALL. BACKFILL PLANTING HOLE WITH ‘PLANTING MIX'.
ALL PLANTS WHICH SETTLE OUT OF PLUMB OR BELOW FINISHED GRADE SHALL BE
IMMEDIATELY REPLANTED.

8. THE ROOTBALLS OF SHRUBS SHALL BE PLANTED 2" ABOVE ADJACENT FINISHED GRADE.
EXCAVATE HOLES NO DEEPER THAN THE ROOTBALL OF SHRUBS.

9. ALL SHRUBS, GROUNDCOVERS AND PERENNIALS SHALL BE PLANTED IN CONTINUOUS
PLANTING BEDS. ALL BEDS SHALL BE EXCAVATED 12” AND THE TOPSOIL AND SUBSOIL SET
ASIDE FOR REUSE. REMOVE ALL STONE AND DEBRIS FROM EXCAVATED SOIL. BACKFILL BEDS
WITH 12” OF 'PLANTING MIX’ BEFORE PLANTING SHRUBS, PERENNIALS AND GROUNDCOVERS.

10. 'PLANTING MIX’ SHALL CONSIST OF 2 PARTS OF TOPSOIL AND 1 PART COMPOST.
THOROUGHLY MIX TO CREATE UNIFORM BLENDED MIXTURE.

11. ALL BEDS AS SHOWN ON THE DRAWINGS SHALL BE EXCAVATED 12” AND BACKFILLED WITH
PLANTING MIX.
ALL BEDS SHALL BE EDGED WITH A 4” TRENCH NEATLY CUT AND BACKFILLED WITH BARK
MULCH. ALL SHRUB BEDS SHALL BE COVERED WITH NO LESS THAN 2'DEPTH SETTLED
BARK MULCH AND NO GREATER THAN 3” DEPTH BARK MULCH.

12. ALL PLANTS ARE TO BE THOROUGHLY WATERED AFTER INSTALLATION, AT LEAST TWICE
WITHIN THE FIRST 24 HOURS.
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